From: "Guggenberger, Joe D." <guggenbergerjd@cdmsmith.com>
To: "Zhen, Davis" <Zhen.Davis@epa.gov>
"Sheldrake, Sean" <sheldrake.sean@epa.gov>
CC: "Scott Coffey" <coffeyse@cdmsmith.com>
younghs@cdmsmith.com
Date: 9/5/2018 5:41:51 PM
Subject: Core Processing - 9/5/18
Attachments: 20180905 140720 Film4.jpg
20180905 140714 Film4.jpg
20180905 140709 Film4.ipg
20180905 143845 Film4.jpg
20180905 152332 Film4.jpg
20180905 152249 Film4.ipg
20180905 152241 Film4.jpg
20180905 170142 Film4.jpg

Hi Sean and Davis,

We have completed processing of sediment cores SC-S129 (RM 6.8E), SC-S155 (RM 7.5W), and SC-
S121 (RM 6.6E) today. Please see the attached photos for details.

Photo 1: SC-S129, 0-2 ft

Photo 2: SC-S129, 2 to 4 ft

Photo 3: SC-S129, 4 to 5.3 ft

Photo 4: Mixing composite samples at SC-S129.

Photo 5: SC-S155,0to 2 ft

Photo 6: SC-S155, 2 to 4 ft.



Photo 7: SC-S155, 4 to 5.3 ft

Photo 8: SC-S121

Please let me know if you have any questions.

Sincerely,

Joe Guggenberger, PhD, PE
Environmental Engineer

CDM Smith
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